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TECHNICAL SPECIFICATION

SPECYFIKACJA TECHNICZNA / TECHNISCHE DATEN /
SPECIFICATIONS TECHNIQUES /
SPECIFICA TECNICA / TEKNISKA SPECIFIKATIONER

H - Nazwa kolekgji - Artikel name - Nom de la collection - Wodo odpornos¢ - Wasserechtheit - Imperméabilité a I'eau
CO| |eCtIOI’1 name - Nome della collezione - Kollektionsnamn BETON Water Fastness . Resw’stenzz all'acqua - Vattenbestandig P >4
. . - Rodzaj wtdkna - Polmaterial - Type de fibre 0, B - Akustyka - Trittschallverbesserung _

Pile fibre - Tipo di fibra - Fibertyp 100% Nylon 66 |mpaCt sound reduction - Acoustique - Parametri acustici - Akustik Alw=20dB
Pile Densit - Gestosc wiokna - Noppenzahl - Densité des fibres > 80 Million Fibers per m2 Flammabilit - Klasa ognioodpornosci - Brennverhalten - Classe de résistance au feu

y - Densita della fibra - Fiberdensitet = p y - Classe di resistenza al fuoco - Brandmotstandsklass Bfl-sl

H H - Standardowe wymiary ptytki - Lieferform Fliesen - Dimensions dalle standard Ho H + Minimalna ilos¢ zamowieniowa - Verpackung - Quantité minimum de commande 2
Standard tlle Slze - Dimensioni standard della piastrella - Standard plattmatt SO cm X 50 cm M|n|mum Order quaﬂtlty - Quantita minima dell'ordine - Minsta orderkvantitet 4 m

. - Wysokos¢ catkowita - Gesamtdicke - Hauteur totale H e i i i

TOtal thICkheSS <Altyezza totale - Total hojd Syo mm Number of tiles per box - llos¢ plytek w kartonie - Verp - Einheit 2

- Nombre de dalles par carton - Numero di piastrelle nello scatolone 4 m

H - Ciezar catkowity - Gesamtgewicht 2 2
Welg ht ! Poids total - Peso totale - Totalvikt 5000 g/m VOC <0,5mg / m / h
. . o - Stabilno$¢ wymiarowa - Dimensionsstabilitat - Gwarancj d ta-G ti-G tie fabricant
o ja producenta - Garanti - Garantie fabrican
Dimension Stablllty - Stabilité dimensionnelle - Stabilita dimensionale - Dimensionsstabilitet < 011 % Wa rra nty - Garanzia del fabbricante - tillverkarens garanti 10 years

. H - Antystatyka - Antistatisch - Antistatique
Ant|stat|c - Parametri antistatici - Antistatisk < 2,0 KV

(manufacturing defect, electrostatic propensity, excessive wear,
K K K . dimensional stability, castor chair).
Anti-microbial Activity Assessment 99,90 %

*weights and dimensions related to manufacturing tolerances +10%
. - Odpornos¢ na ptowienie - Lichtgeschwindigkeit - Résistance a la décoloration
I—lg ht FaStneSS - Resistenza alla perdita di colore - Blekningsbestandig =25

Ru bb| ng Fastness - Odpornosé na scieranie - Reibechtheit - Résistance 2 I'abrasion

- Resistenza all'attrito - Nétningsbestandig 24
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Orders are subject to BOCCHO® terms and conditions of sale.




