BCOCCHC,D
W O LI N CE

LOOP

TECHNICAL SPECIFICATION
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SPECYFIKACJIA TECHNICZNA / TECHNISCHE DATEN /
SPECIFICATIONS TECHNIQUES /
SPECIFICA TECNICA / TEKNISKA SPECIFIKATIONER
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. . . H « Akustyka - Trittschallverbesserung
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CO”eCthn name ,Nizn:f(;ﬁﬁkfé'”ezg‘::_';ZT:ktizggg;f collection WOLIN LOOP |mpaCt Sound redUCUOn - Acoustique - Parametri acustici - Akustik >25dB

B H - Waga witdkna - Poleinsatzgewicht - Poids de la fibre 2 e H - Klasa uzytkowa - Klassifizierung - Classe d'usage
plle Welght - Peso della fibra - Fibervikt 520 g/m Wear CIaSS|f|Cat|On - Classe di utilizzo - Anvandningsklass 33

. - Rodzaj faktury - Struktur - Type de texture . HH « Klasa ognioodpornosci - Brennverhalten - Classe de résistance au feu

COnStrUCthn - Tipo di fattura - Strukturtyp LOOp p||e Fla mma blllty - Classe di resistenza al fuoco - Brandmotstandsklass Bﬂ-S]

H H + Rodzaj widkna - Polmaterial - Type de fibre 0, ni H + Minimalna ilos¢ zamowieniowa - Verpackung - Quantité minimum de commande
plle flbre « Tipo di fibra - Fibertyp 100% SD Mlnlmum order quantlty + Quantita minima dell'ordine - Minsta orderkvantitet 5m

H - Wskaznik taftowania - Teilung - Indice de broderie H - llos¢ ptytek w kartonie - Verp - Einheit

Machlne gaUge - Indice dei nodi - Broderiindex 1/10 gauge Number Of t||eS per bOX - Nombre de dalles par carton - Numero di piastrelle nello scatolone 20 pcs

H H - Wysokos¢ wtdkna - Polhéhe - Hauteur fibre H H HR - Stabilno$¢ wymiarowa - Dimensionsstabilitat 0, PO
plle helght - Altezza della fibra - Fiberhojd _7>,O mm#* 0,5 mm DlmenSIC)n Stablllty - Stabilité dimensionnelle - Stabilita dimensionale - Dimensionsstabilitet Less than 0’2/0 variation

H - Wysokosc¢ catkowita - Gesamtdicke - Hauteur totale H H - Antystatyka - Antistatisch - Antistatique . . .
Total thickness .A\tyezza totale - Total héjd 6,0 mm 0,5 mm Antistatic - Parametri antistatici - Antistatisk Lifetime protection < 2,0KV
H H - Standardowe wymiary ptytki - Lieferform Fliesen - Dimensions dalle standard .G i d ta-G ti-G tie fabricant
Standard tile size - Dimensioni standard della piastrella - Standard plattmatt 50 cm x50 cm Warra nty . ngfg?gg?;blgfiig:te . aqlavr;r\kar;rrlzng;eraatincan 10 years
H « Ciezar catkowity - Gesamtgewicht 2
Welg ht - Poids total - Peso totale - Totalvikt 4600 g/m . . . .
(manufacturing defect, electrostatic propensity, excessive wear,
- Rodzaj podioza - Riickenkonstruction dimensional stability, castor chair).
Secondary baCk - Type de sol - Tipo di substrato - Typ av underlag B-Bac
*weights and dimensions related to manufacturing tolerances +10%
Number of colors - llosc¢ kolorow - Farben - Nombre de couleurs
- Quantita di colori - Antal farger 3

BOCCHO® reserves the right to improve

the specification of all products without prior notification. bocc h O.CO m

Orders are subject to BOCCHO® terms and conditions of sale.




